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This unit is a miniature transistorized hand-held complete 2-way 
radio station for short-range communication in the 27 megacycle 
Citizens Band and complies with F.C.C. regulation for low power 


communication devices. No F.C.C license or permit is required. Any- 
one, regardless of age, can operate it. 

The frequency of this crystal controlled transmitter as shipped from 
the factory is set on Channel 14 (27.125 MHz). The receiver is fixed- 


OPERATION 


Antenna 


ON-OFF Switch 


Push-to-talk Button 


Battery Connecter 


NOTES: 


If unit sounds weak or distorted, ‘test or replace battery before 
attempting any service on this unit. 


A weak or dead battery should be removed immediately, since 
leaking chemicals from such batteries can cause internal damage. 


If unit is not used, or is stored for a long period of time, remove 
battery. 


tuned to this same frequency, No attempt should be made to increase 
the length of antenna or battery voltage as this may result in exceeding 
the F.C.C. authorized limit of 100 milliwatts input for unlicensed 


transmitters, The battery supplied with this unit is a standard 9 volt 
006P type, Radio Shack stock No. 23-464, Equivalent batteries are 
Burgess 2U6, Eveready 216, R.C.A. VS312, Rayovac 1604. 


Battery Installation 


Remove the battery cover by using a coin edge in the slot in the bottom 
of the case. Snap the battery connector onto the battery and place it 
in position. Replace the case back. . 


To Operate 


Extend the antenna to its full length. Rotate on/off switch down. You 
will hear a hissing sound, indicating that the receiver is working. Any 
station within receiving range which is transmitting on channel 14 
should be heard. 


To Transmit 


Press the push-to-talk button, hold the unit about three inches from 
your mouth and talk in a normal voice into’ the front of the unit. 
Holding the unit too close or talking too loudly may cause the signal 
to become distorted and hard to understand. 


You can lock in the transmit function by pressing the push-to-talk 
button in and upwards, This will aid in long periods of transmission. 
To release, press downwards, 


To Receive 

Release pressure on switch button and listen. 

There are many factors, such as terrain, height above ground, local re- 
ceiving conditions, etc., that affect the distance range obtainable. For 
maximum range, make sure that the battery used is at full strength and 
antenna is extended to its full length. Often changing your location 
even slightly can affect reception and transmission quite a bit. This is 
because trees, buildings, electrical equipment and bodies of water all 
have their effect-on radio signals. 


SPECIFICATIONS 

Circuitry: Super-regenerative detector, crystal controlled transmitter. 
Frequency: 27.125MHz (CH. 14) 

RF Input Power: 65 mW 

Antenna: Telescopic Antenna 

Transistor: 3 Transistors 


Power Supply: DC 9V Battery (RADIO SHACK. CAT. NO. 23-464) 
Battery Drain: 22 mA (Receiving) 37 mA (Transmitting) 

Speaker (Mic.): 2-1/4" (57mm) P.D. Speaker (8 ohms) ; 
Dimensions: 4-59/64" x 1-27/64" x 2-9/32" (126x41x69mm) (H.W.D.) 
Weight: 0.55 Lbs (0.25kg) ` 
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76102 


E 27.125MHz T 


(220 ~ 470) 


SPEAKER, MIC 
(8 OHMS) 


A DIVISION OF TANDY CORPORATION 


FORT WORTH TEXAS 


BATTERY 9V 


PUSH SWITCH(S1~6) SHOWN IN RECEIVE POSITION. 

ALL RESISTANCE VALUES ARE INDICATED IN OHM.(K=1000 OHM.) 
ALL CAPACITANCE VALUES ARE INDICATED IN pF.(P =ppF.) 

& VALUES SHOWN ARE STANDARD AND CAN BE CHANGED WITHIN 
THE FIGURES INDICATED IN THE PARENTHESIS. 
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